25003B 



REMARKS 



Support for this amenciment may be found throughout the specification, 
including the summary, original claims and the detailed description. No new matter is 
5 added by this amendment. 



If any questions should arise with respect to the above Amendments, or if the 
Examiner has any comments or suggestions to place the claims in better condition for 
allowance, it is requested that the Examiner contact Applicants' agent at the number 
10 listed below. 



Applicant authorizes any fees required pertaining to this response be 
charged to Deposit Account No. 50-0568. 

Sincerely, 

15 

X^M^ J. Dottavio 
(ysicg. No. 40,360 

Date: Januarv 20. 2004 
Owens Coming 

2790 Columbus Road, Bldg. 1 1 
Granville, OH 43023 
(740) 321-7167 
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Version showing changes made to the Claims: 

1. (Canceled) 

2. (Canceled) 
5 3. (Canceled) 

4. (Canceled) 

5. (Canceled) 

6. (Canceled) 

7. (Canceled) 
10 8. (Canceled) 

9. (Canceled) 

10. (Canceled) 

11. (Canceled) 

12. (Canceled) 
15 13. (Canceled) 

14. (Original) A set of shingles having an appearance that varies from 
shingle to shingle, each of the shingles having an overlay sheet and an underlay sheet: 

each overlay sheet having a plurality of tabs, at least one of the tabs being a 
20 select tab; and 

each underlay sheet having one or more shadow patches, at least one of the 
shadow patches of each shingle defining a remainder portion when the select tab 
covers a portion of the at least one shadow patches, 

wherein the positions of the select tab and the shadow patches vary with respect 
25 to each other from shingle to shingle, thereby causing the appearance of the remainder 
portion to vary from shingle to shingle. 
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15. (Original) The set of shingles of claim 14 wherein the select tab 
includes a bottom edge and the some of the remainder portion is visible along the 
bottom edge of the select tab. 

16. (Original) The [method] set of shingles of claim 14 wherein the shingles 
include a longitudinal axis and the remainder portion includes a vertical portion 
positioned approximately perpendicular to the longitudinal axis. 

17. (Original) The [method] set of shingles of claim 14 wherein the shingles 
include a longitudinal axis and the remainder portion includes a longitudinal portion 
positioned approximately parallel to the longitudinal axis. 

1 8. (Original) A set of shingles having an appearance that varies from 
shingle to shingle: 

each shingle having a plurality of tabs, at least one of the tabs being a select 
tab; and 

each shingle having a longitudinal axis and one or more shadow patches, at 
least one of the shadow patches of each shingle defining a remainder portion when the 
select tab covers a portion of the at least one shadow patches, 

wherein the relative longitudinal positions of the select tab and at least one 
shadow patch vary with respect to each other from shingle to shingle, thereby causing 
the appearance of the remainder portion to vary from shingle to shingle. 

19. (new) The set of shingles of claim 18, further comprising: 

each said shingle comprising a longitudinal width, and each of said shadow 
patches having a patch width disposed along the longitudinal width of the respective 
shingle: 
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each said shingle comprising an underlay sheet and an overlay sheet, each said 
overlay sheet comprising a pattern of tabs and cutouts, and wherein one of the tabs of 
the pattern being the select tab, each said select tab having a tab width disposed along 
the longitudinal width of the respective shingle: 

wherein the respective tab width of the select tab being less than the respective 
patch width, and wherein a relative longitudinal position of each shadow patch and the 
respective select tab are synchronized. 

20. (new) The set of shingles of claim 19, further comprising: 

each said respective overlay sheet and underlay sheet being laminated together, 
thereby covering a portion of the respective shadow patch with the respective tab to 
leave a remainder portion of each shadow patch uncovered by said tab. 

21. (new) The set of shingles of claim 20, further comprising: 

each said remainder portion having a respective width established by relatively 
varying a longitudinal position of each respective tab and shadow patch. 

22. (new) The set of shingles of claim 21, wherein the width of a first 
remainder portion of a first of said shingles is less than a second width of a second 
shingle due to a difference in the relative position of the respective tabs and shadow 
patches of each of said shingles. 

23. (new) The set of shingles of claim 20, wherein the remainder portion 

includes a vertical portion positioned approximately perpendicular to the longitudinal 
axis 

24. (new) The set of shingles of claim 20, wherein the remainder portion 20, 

wherein the remainder portion includes a longitudinal portion positioned 
a pproximately parallel to the longitudinal axis. 



